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NOTE:
BRIDGE SPAN MATS SHALL BE 4'x20'x12"
THICK MIXED OAK (NELMA) GRADE No. 2

NOTE:
PRIOR TO INSTALLATION OF ABUTMENT MATS, COVER
BEARING SUBGRADE WITH NEW JERSEY DEPARTMENT
OF TRANSPORTATION STANDARD SPECIFICATIONS
SECTION 919 — MISCELLANEOUS, SUBSECTION 919.01
GEQTEXTILES, STABILIZATION GEOTEXTILE CLASS 1.
INSTALLATION SHALL BE IN ACCORDANCE WITH
MANUFACTURES REQUIREMENTS

EXIST. SLURRY WALL EXIST. SLURRY WALL
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"GRAY TO DARK GRAY FM SLAG, SOME GRAVEL, SOME SAND
(FILL /RAILROAD BASE MATERIAL), ORGANIC ROOT MATERIAL IN
UPPER 3", WITH THIN WHITISH CRAY LAYER AT 0.83 FT. BGS

REDDISH BROWN TO RED F GRAVELLY, SILTY, AND SANDY
SLAG (FILL/RAILROAD BASE MATERIAL)
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INCHES CLEAR BETWEEN U/S OF 127
EXIST. MONITORING WELL, TYP. FOR ANY EXIST. MONITORING TIMBER MAT & TOP OF SLURRY WALL.
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R SRR R R R RKK SRS (VARVED CLAY)
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EXIST. SLURRY WALL

(2) 4'x16'x8" HARDWOOD
CRANE MATS

(2) 4'x16'x8" HARDWOOD
CRANE MATS

NOTE:

PRIOR TO INSTALLATION OF ABUTMENT MATS, COVER
BEARING SUBGRADE WITH NEW JERSEY DEPARTMENT
OF TRANSPORTATION STANDARD SPECIFICATIONS
SECTION 919 —~ MISCELLANEQUS, SUBSECTION 918.01
GEQTEXTILES, STABILIZATION GEOTEXTILE CLASS 1.
INSTALLATION SHALL BE IN ACCORDANCE WTH
MANUFACTURES REQUIREMENTS

ROADWAY 75A

BRIDGE B-2 ABUTMENT LAYER MAT LAYOUT
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CRANE MATS

NOTE:
BRIDGE SPAN MATS SHALL BE 4x20x12”
THICK MIXED OAK (NELMA) GRADE No. 2

BRIDGE B-2 SPAN LAYER MAT LAYOUT

SCALE: 1" = 20'-0"

8'-0"x16'-0" g'-0"x16'-0"
GEOTEXTILE GEOTEXTILE
[n'd
CEOTEXTLE | — GEQTEXTILE
SPAN LAYER MAT FABRIC - FABRIC
ABUTMENT LAYER MAT s

W
\

]

T BRIDGE SHALL BE CONSTRUCTED WITH 8
S INCHES CLEAR BETWEEN U/S OF 12°
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. PERIODS OF BRIDGE USE. IF CLEARANCE
A} 7/ /REDUCES TO LESS THAN 6” BRIDGE SHALL ~
] BE DISASSEMBLED, AND RE—GRADED
o
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MEDIUM TO DARK BROWN SILTY SANDY SLAG, SOME ORGANIC
ROOT MATERIAL, MOIST, (FILL/RAILROAD BASE MATERIAL)

DARK BROWN TO BLACK SLAG (CINDERS), SATURATED BELOW
3 FT. BGS (FIL/RAILROAD BASE MATERIAL)

REDDISH BROWN CLAYEY SILTY SAND, SOEM ROCK FRAGMENTS
(FILL/RAILROAD BASE MATERIAL) MEADOW MAT ENCOUNTERED
@ 7.5 F1. BGS

MEADOW MAT (BOTTOM OF MEADOW MAT @ 12 FT. BGS)

GREENISH GRAY SILTY CLAY

Wi,

v
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U e
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DARK CRAYISH BROWN SILTY SAND, SOME CLAY, LESS CLAY
W/DEPTH, WET
MEDIUM GRAY FMC SAND WITH MC SAND LAYERS (SLIGHT ODOR)
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SECTION

SCALE: 3/16" = 1'-0"

DARK BROWN CLAYEY SILT, STRONG ODCR

MEDUIM BROWN TO DARK BROWN AND GRAY/OLIVE GRAY
INTERBEDDED LAYERS OF SILTY CLAY AND CLAYEY SIT, SOFT,
WET, (VARVED CLAY)
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